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design creates an accurate and stable shoot
platform o the balanced 31-inch axle-to-axle
length and forgiving seven-inch brace-height
And with a physical weight of only 3.9lbs
and an e ortless 80 per cent let-0, this truly
accommodating bow is suitable for every kin
of archer, whatever your shooting level may b
Available in four dierent colours — Black,
Lost Camo AT (All Terrain), Lost Camo OT
(Open Terrain) and Lost Camo OT Pink — the
Hype DT looks the part on both a eld course

e Hype DT’'s ergonomic riser and grip Q

and at a target shoot. A. The Focused Inertia Technology
cam system allows for 55 pounds

So what'’s the Hype about? of weight adjustment

| recently had the opportunity to try this bow B. Despite being affordable on a budget,

out and was immediately impressed by its it still features Mathews’

high-end appearance. lts twin-cam system harmonic dampening system

makes it easy to set up too; | set my nock point
square (arrow 90 degrees to the string) and set
my centre shot straight through the middle
of the bow. | quickly balanced the bow usin
twin side bars and a 33-inch long rod, whic
seemed to work well with the bow.

Based on my experience | selected t
closest arrow match | had, and chose Carbc=s
Express Nano Pro 450s at 27 inches. e bovd
performed extremely well, with tight groupsg
at 20 yards, but my results were ultimatel =
aected at longer distances by my choics
of arrow, as they were a little sti for the=%
28.75 inches and 58Ibs | was drawing. Despj
this, the bow was easy to shoot and felt rath
forgiving considering | didn't have an extende(
amount of time to see its true potential.

e Hype DT’s cam stop was so er than my
Conquest 4, but | found it hard enough to b
able to execute good shots using a back tens
release. e axle-to-axle length created a stee
string angle, and as it's 10 inches shorter thi
I'm used to, it took me a little time to nd a
good reference point — though this featurdg
makes the bow ideal for archers with shortd
draw lengths and those that favour a pinche
string angle.

e quality of Mathews' cra smanship is
clearly evident in its design and shootabilit
| found the new ergonomic composite grig
particularly solid and comfortable, and | felt§#
that the integrated cam modules for adjustin
the draw length further enhanced the e cienc
of the bow.

C. The grip is a new, composite design,
and comfortable to use

The bow shot and
performed well,
though Duncan says

& he'd ideally prefer

Id recommend the Hype DT for youth \,9 DT

and junior archers looking for their rst
quality compound bow, as Mission bowgEHIIHERHES
are highly adaptable and this is a bow th@@AYZUEls]Ri(e]sH
will grow with you. Clickers Archery and

Axle to Axle: 31 inches
Brace Height: 7 inches
Let-off:Up to 80 per cent

And as Mission knows that the best arche R Xs[0]gler=TalolVES o) Y1l gl g VA0 101 Draw Weight: 15-70 lbs

experience goes beyond the product, all iESjocldRe io]gER
bows come with a limited lifetime warranty, SQESJe[cl=lo U/ oRTeReH K0)j S
you can be reassured that you'll always havqegg¥ileIRW[ETs] gl HEcRe]l o
support team behind you if you need .
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Draw Length: 19-30 inches
FI.T™ Cam System
Zebra® Hybrid Strings
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